THIS IS AN ARCHIVED FIGURE AND IS NO LONGER MAINTAINED AS PART OF THE
SUDAS STANDARD SPECIFICATIONS. THIS FIGURE MAY CONFLICT WITH THE CURRENT
SPECIFICATIONS, AND SECTION AND FIGURE REFERENCES MAY NO LONGER BE VALID.

SERVICE PIPE

NOTE: DISTANCE "B" AS REQUIRED
BY JURISDICTION
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NOTE: CONTACT JURISDICTION FOR
INFORMATION ON SERVICES
LARGER THAN 2-INCH.
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STOP BOX q‘u

\ WATER MAIN

— USE INSULATOR BETWEEN SERVICE
PIPE & CORPORATION
(ON IRON PIPE ONLY)

CURVE VALVE BOX WITH 1-1/4" RISER

EXCAVATION MUST

BE PROPERLY SHORED
BEFORE A TAP WILL
BE MADE

WATER MAIN

1-1/2" CURB VALVE FOR 1-1/2" SERVICE
2" CURB VALVE FOR 2" SERVICE

MIN. DEPTH 5'-0"

MAX. DEPTH 6'-0"

SECTION

2" CORPORATION TAPPED HORIZONTAL.
MIN. DISTANCE OF 24" FROM PIPE BELL
OR OTHER CORPORATION VALVE.
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1-1/2" OR 2" SERVICE PIPE INSTALLATION
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