FIGURE 11040.102
SHEET 1 OF 1

CHANNELIZING DEVICE
TEMPORARY PEDESTRIAN

11040.102

Section Length Varies (10'-0" max.)

1. If sidewalk width is less than 5 feet, provide 5 foot long by 5 foot wide passing spaces at 200 foot intervals.

2. Provide non-reflective orange and white sheeting on top and bottom rails.

3. Attach 12 inch long splice boards on the back side of rails at joints between sections.

4. When specified in the contract documents, install orange construction safety fence between the top of the bottom rail and the bottom of the top rail.

END VIEW

FRONT VIEW

Temporary Sidewalk Surface

Sandbag

1" x 8" Base Plate

Construction Area

4'-0" max.

2'-10" to 3'-2"

Building, Obstruction, or Edge of Sidewalk

1" x 6" Top Rail

1" x 6" Middle Rail

1" x 8" Bottom Rail

1" x 4" Splice

1" x 6" Splice

1" x 8" Splice

Front View

Splice

Attach 12 inch long splice boards on the back side of rails at joints between sections.

Provide non-reflective orange and white sheeting on top and bottom rails.

If sidewalk width is less than 5 feet, provide 5 foot long by 5 foot wide passing spaces at 200 foot intervals.

When specified in the contract documents, install orange construction safety fence between the top of the bottom rail and the bottom of the top rail.

Temporary Sidewalk Surface

1/4" max. gap

11040.102
SHEET 1 OF 1
SUDAS Standard Specifications
TEMPORARY PEDESTRIAN CHANNELIZING DEVICE

SUDAS