
SUDAS Revision Submittal Form 
 

Status Date: As of 9/17/2018 Topic: Railroad crossing approach 

Manual: Specifications Manual Location: Section 7010, 1.08 and 3.02; 

   Section 7020, 1.08 and 3.01 

 

Requested Revision:  

    

From Section 7010 (PCC Pavement): 
 

1.08 MEASUREMENT AND PAYMENT 

 

H. PCC Railroad Crossing Approach: 

 

1. Measurement:  Measurement will be in square yards of railroad crossing approach. 

 

2. Payment:  Payment will be at the unit price per square yard of railroad crossing approach. 

 

3. Includes:  Unit price includes, but is not limited to, excavation for modified subbase and subdrain, 

furnishing and installing subdrain, furnishing and installing subdrain outlet or connection to storm 

sewer, furnishing and installing porous backfill material, furnishing and installing fiber board 

barrier, furnishing and placing modified subbase material, furnishing and installing reinforcing steel 

and tie bars, furnishing and placing concrete, furnishing, placing, and compacting HMA. 

 

I. PCC Pavement Samples and Testing: 
 

1. Measurement:  Lump sum item; no measurement will be made. 

 

2. Payment:  Payment will be at the lump sum price for PCC pavement samples and testing. 

 

3. Includes:  Lump sum price includes, but is not limited to, certified plant inspection, pavement 

thickness cores, profilograph pavement smoothness measurement (when required by the contract 

documents), and maturity testing. 

 

J. Granular Surfacing:  Comply with Section 7030 for granular surfacing material placed at intersecting 

roads, driveways, and turnouts. 

 

K. PCC Pavement Widening: 

 

1. Measurement:  Measurement will be in square yards for each different thickness of PCC pavement 

widening.  The area of manholes, intakes, or other fixtures in the pavement will not be deducted 

from the measured pavement widening area. 

 

2. Payment:  Payment will be at the unit price per square yard for each thickness of PCC pavement 

widening. 

 

3. Includes:  Unit price includes, but is not limited to, final subgrade/subbase preparation, integral 

curb, bars and reinforcement, joints and sealing, surface curing and pavement protection, safety 

fencing, concrete for rigid headers, boxouts for fixtures, and pavement smoothness. 

 

L. Pavement Removal:  Comply with Section 7040. 

 
HM. Fixture Adjustment:  Comply with Section 6010 for adjustment of manholes and intakes and Section 

5020 for adjustments of water valves and fire hydrants. 

 

 



3.02 PAVEMENT CONSTRUCTION 
 

H. PCC Railroad Crossing Approach:  Construct according to Section 7010 and Figure 7010.903.  

Construct HMA section according to the full depth patch requirements of Section 7040. 

{Renumber the items that follow} 
 

 

From Section 7020 (HMA Pavement): 
 

1.08 MEASUREMENT AND PAYMENT 
 

E. HMA Railroad Crossing Approach:  {Renumber the items that follow} 
 

1. Measurement:  Measurement will be in square yards of railroad crossing approach. 
 

2. Payment:  Payment will be at the unit price per square yard of railroad crossing approach. 
 

3. Includes:  Unit price includes but is not limited to excavation for modified subbase and subdrain, 

furnishing and installing subdrain, furnishing and installing subdrain outlet, furnishing and installing 

porous backfill material, furnishing and installing fiber board barrier, furnishing and placing 

modified subbase material, furnishing and applying tack coat, furnishing, placing, and compacting 

HMA. 
 

3.01 HMA PAVEMENT 
 

Construct according to Iowa DOT Section 2303 and the following: 
 

A. Preparation of Pavement Foundation:  Construct subgrade and subbase according to Section 2010. 
 

B. Compaction:  Compact to a minimum of 94% of laboratory density.  Do not exceed 8% average air 

void level for roadway density specimens. 
 

C. Tack Coats:  Apply tack coats according to Iowa DOT Section 2303.  In addition, if the emulsion is 

diluted, the dilution must be done by the manufacturer and certified.  Provide the Engineer with the new 

application rate required to achieve the specified undiluted application rate. 
 

D. Fillets and Runouts:  Rake out coarse aggregate prior to shaping and compaction of fillets and runouts. 
 

E. HMA Railroad Crossing Approach:  Construct according to Section 7020 and Figure 7020.902.   
 

EF. Fixtures in the Pavement Surface: 
 

1. Adjust manhole frames and other fixtures within area to be paved to conform to finished surface.  

Comply with Section 6010, 3.04 for manhole adjustments and Section 5020, 3.04 for water fixture 

adjustments. 
 

2. Clean outside of fixture to depth of pavement before asphalt placement. 
 

3. Construct boxouts where allowed for later adjustment of fixtures.  See Figure 7020.201 for the size 

and shape of the boxout. 
 

FG.  Samples and Testing:  Take samples from the compacted material and test according to Section 7020, 

3.04.  Randomly locate samples in the pavement area   Notify the Jurisdiction the day prior to coring and 

testing to give the Jurisdiction the opportunity to witness coring and testing. 

    

Reason for Revision: Added bid items and execution language for PCC and HMA railroad crossing approaches. 

    

Comments: None. 

 

  


