1. 39 inches when attaching the SW-542 extension unit.
2. 37 inches when attaching the SW-542 extension unit.
3. Additional keyed construction joint when attaching the SW-542 extension unit.

**FIGURE 6010.541**

SUDAS DIRECTOR
DESIGN METHODS ENGINEER

**REVISIONS:**
- Changed well walls to 6 inch reinforced.
- Modified TYPICAL SECTION and c1 and c2 bar lengths.
- Added note 4.
- Added Class I bedding material.

**INSERT**
- (6 Inch Standard Curb)
- (4 Inch Sloped Curb)
For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.

For joint details, refer to PV-101.

3. Additional keyed construction joint when attaching the SW-542 extension unit.

4. Top of well flush with pavement.